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micro CA-100

micro CA-100
Inspection Camera
See It. Find It. Solve It.®

Against Material Defects  
& Workmanship

FULL LIFETIME 
WARRANTY

Ordering Information

The new RIDGID® micro CA-100 Inspection Camera, the next evolution of the
SeeSnake® microTM Inspection Camera, allows you to perform more detailed visual
inspections in even harder-to-reach areas. Its comfortable pistol-grip design,
one-hand controls, and large screen make it easy to detect and diagnose the
unreachable. The micro CA-100 comes standard with a rugged 3/4 inch, 17mm
anodized aluminum camera head with 4 super bright LEDs. Easily rotate the
active image counter-clockwise to see in any situation. The RIDGID micro
CA-100 Inspection Camera provides solutions whenever and wherever you 
need them.

Specifications
• Display (320x240 Resolution)......3.5˝ Color LCD
• Camera Head...............................Aluminum 17mm
• Lighting .........................................4 Adjustable LEDs
• Cable Reach ................................3´ (Expandable to 30´
.........................................................w/ optional extensions)
• Video Output ..............................3´ RCA Cable (included)
• Waterproof....................................Camera head and Cable to 10´
.........................................................(when properly assembled)
• Power Source...............................Batteries (4 x “AA”)
• Attachments..................................Mirror, Hook & Magnet
• Weight ..........................................5.5 lbs (2.5 kg)

Catalog Wt.
No. Description lb. kg

36738 micro CA-100 Inspection Camera 5.5 2.5
37103 17mm Replacement Imager 0.7 0.3
31128 3´ Cable Universal Extension 0.7 0.3
31133 6´ Cable Universal Extension 1.4 0.86
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micro CA-100 Inspection Camera

Other RIDGID® Diagnostic Products

micro LM-100
Laser Distance Meter
Cat. No. 36158

micro CD-100
Combustible Gas Detector
Cat. No. 36163

micro IR-100 
Non-Contact Infrared
Thermometer
Cat. No. 36153

3´ Universal Extension
Cat. No. 31128

6´ Universal Extension
Cat. No. 31133

17mm Replacement Imager
Cat. No. 37103

SR-20
Line Locator
Cat. No. 21893
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