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GCT IR Link

SGC Dock

SGC Wall Mount Dock

4003191

ETL CLASSIFIED

85.6 mm H x 50 mm W x 29.2 mm D
3.37 in H x 1.97 in W x 1.15 in D

76g
2.7 oz

5% to 95% non-condensing
relative humidity

Visual, vibrating, audible (minimum 95dB)

Full function self-test on activation and 
every 20 hours; continuous automatic
battery tests

Two years

EMC Directives 2004/108/EC 
IP 67

Standard(s):

UL-913 & CAN/CSA-C22.2 No. 157

Class 1 Divisions 1 & 2, Groups A, B, C and D

ATEX: II 1 G Ex ia IIC T4
IECEX: EX ia IIC T4 

2 years from activation
1 year shelf life 

Measuring range: 0-100 ppm
Low alarm limit: 10 ppm
High alarm limit: 15 ppm

Measuring range: 0-300 ppm
Low alarm limit: 35 ppm
High alarm limit: 200 ppm 

Real-time gas display or time remaining;
Calibration optional;
Adjustable alarm set points and bump
check reminder

H2S: -40°C to +50°C/-40°F to +122°F
CO: -40°C to +50°C/-40°F to +122°F
O2: -35°C to +50°C/-31°F to +122°F
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NOTES

Measuring range: 0-30%
Low alarm limit: 19.5%
High alarm limit: 23.5% 

O2
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